
Eco-Stencil UM Understencil & Manual Cleaner
1570

Thoroughly cleaning SMT (surface mount technology) stencils, tools and equipment is an important way to reduce misprints and
increase throughput. Techspray SMT stencil cleaners are designed for rigorous production requirements.

Eco-friendly& non-flammable SMT paste & adhesive remover
Effectively removes all types of solder paste (e.g. waterbased, RMA, noclean, leadfree) and uncured
adhesive from screens, misprinted boards and equipment. Completely safe on stencils, squeegees,
and equipment surfaces. Ideal replacement for IPA cleaners, which are often prohibited because of
safety and environmental restrictions on VOC emissions or waste disposal issues.

Quickly clean paste or uncured adhesive
Non-flammable
Non-ozone depleting
Safe for stencils, tools, misprinted boards
Biodegradable
Low VOC, zero GWP
Compatible with DEK Nano-ProTek coating

Product Packaging

1570-100DSP
Eco-Stencil UM Wipes

100 ct
6 units/case

1570-QT
Eco-Stencil UM Cleaner

1 qt
12 units/case

1570-G
Eco-Stencil UM Cleaner

1 gal
1 units/case

     
1570-LT

Eco-Stencil UM Cleaner - Europe
1 L

12 units/case

1570-4L
Eco-Stencil UM Cleaner - Europe

3.9 L
1 units/case

1570-GX10
Eco-Stencil UM Cleaner Concentrate - Makes 10 gal.

1 gal
1 units/case
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Instructions

Manual Stencil Cleaning:
Spray and saturate area to be cleaned. Wipe gently at first to allow cleaning agent to break down paste or adhesive. Continue to wipe in a circular motion until remaining
residues are fully removed. Replace wipe as it becomes overly saturated with the paste/adhesive or tattered. Dispose of soiled wipe appropriately depending on the type of
paste/adhesive removed.
Underside Stencil Cleaning:
Fill cleaner into designated reservoir of SMT printer. Keep adequate liquid level.

Chemical  & Physical Properties
 Appearance  Clear, mobile liquid
 Odor  Faint ethereal odor
 Flash Point  none
 VOC (EPA)  2.7%, 26.5 g/l
 VOC (CARB)  2.7%, 26.5 g/l
 Boiling Point  ~212°F (100°C)
 Density  0.99 at 25°C

Chemical Composition

CHEMICAL NAME CAS #

2-propanol-1-butoxy 5131-66-8

Alcohols, C6-C12, ethoxylated propoxylated 68937-66-6

Includes other hazardous components in
non-reportable quantities.

Metals Compatibility

MATERIAL NAME RATING

Brass foil Excellent

Copper foil Excellent

Nickel 200 Excellent

Aluminum 6061 Excellent

Aluminum 2024 Excellent

Anodized aluminum Good - some paint traces removed

Stainless Steel 316 Excellent

Stainless Steel 304 Excellent

Mild carbon steel Not recommended

Galvanized Steel Excellent

Environmental Policy
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Techspray is committed to developing products to ensure a safer and cleaner environment. We will continue to meet and sustain the regulations of all federal, state and
local government agencies.

Resources

Techspray products are supported by a global sales, technical and customer services resources.

For additional technical information on this product or other Techspray products in the United States, call the technical sales department at 800-858-4043, email
tsales@techspray.com or visit our web site at: www.techspray.com.

North America
Techspray
P.O. Box 949
Amarillo, TX 79105
800-858-4043
email: tsales@techspray.com

Europe
ITW Contamination Control BV
Saffierlaan 5
2132 VZ  Hoofddorp
The Netherlands
+31 88 1307 400
email: info@itw-cc.com

Countries Outside US
Call to locate a distributor in your country

Important Notice to Purchaser/User: The information in this publication is based on tests that we believe are reliable. The results may vary due to differences in tests type and conditions. We recommend that each
user evaluate the product to determine its suitability for the intended application. Conditions of use are outside our control and vary widely. Techspray's only obligation and your only solution is replacement of
product that is shown to be defective when you receive it. In no case will Techspray be liable for any special, incidental, or consequential damages based on breach of warranty, negligence or any other theory.
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